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 RETROFIT INSTALLATION INSTRUCTIONS  
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1/3/08  

   

Congratulations on your purchase of the R•O•M RoadwarrioR LP Low Profile Ramp!  This product will 
provide maximum safety and productivity for many years with proper care and maintenance.  Please 
read and follow these instructions carefully! 
 
 
Identifying the Type of Carrier  
 
It will be necessary to identify the type of carrier system for your application.  Figure (1) shows a 
Model R  sheet metal carrier application.  This option utilizes a formed sheet metal “box” with rollers 
near the rear of the trailer.  This option typically includes rollers mounted to the trolley or lift assist of 
the existing ramp.   
 
 
 

 
 

Fig. 1 – “Model R” Sheet Metal Carrier 
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Figure (2) shows a Model C  monorail style application.  This option has no enclosed carrier, but 
rather a monorail mounted above the ramp and guide blocks installed at the rear of the trailer.  The 
trolley at the “top” end of the ladder has a plastic slide that matches the contour of the monorail 
profile.   
 

 
 
 
 
Typically, both applications will have a feature that prevents the ramp from being pulled out of its 
carrier.  The RoadwarrioR LP can accommodate either style of carrier. 
 
 
Installing the RoadwarrioR LP Ramp  
 
The RoadwarrioR LP ramp is designed to be housed in an existing carrier system when not in use.  
The carrier is not  designed to be used as a resting point for the ramp while it is in use. For safety 
reasons, it is important for the ramp to be lifted and secured to the trailer deck during use.  To mount 
the carrier you will need to do the following:   
 
1. Verify all dimensions where the ramp is to be installed.  It is important that the width of the 

RoadwarrioR LP ramp not exceed that of the ramp being replaced.  Since the RoadwarrioR LP 
ramp has variable widths in 1” increments, it may be necessary to accommodate any excessive 
difference between the overall width of the ramp and the inside width of the carrier or guide 
blocks.   

 
 

Fig. 2 – “Model C” Monorail 
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a) For the Model R  sheet metal carrier option (shown in Fig. 1), a retrofit bar assembly (Part # 

R02335) may be necessary for proper deployment and storage of the ramp.  This part ships at 
a length of 30”, and may need to be cut down to length depending on the application.  The 
retrofit bar should be the same length as the inside dimension (width) of the carrier.  If so, be 
sure to cut the same length equally from both sides.  This part is included with your order.  This 
bar can be welded or bolted in place to the formed sheet metal sides as shown with the bar 
mounted on top of the bottom inside carrier flanges (see Fig. 3).  Important:   This bar should 
be mounted directly in front of the existing carrier wheel mounts (as shown).  Also, be sure the 
bar is mounted with the UHMW slide surface facing up, and that it is parallel with the carrier 
opening.   

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Fig. 3 – Retrofit Bar 
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b) For the Model C  monorail option (shown in Fig. 2), it may be necessary to remove the guide 

blocks and re-mount them at a different width.  A clearance of 3/16” - 1/4” between the ramp 
overall width and the inside guide block width is required (see Fig. 4).  It is also important that if 
an adjustment is made, both guide blocks be re-mounted to ensure the monorail is still 
centered between them. 

 
 
 
2. Remove the existing ramp, including any trolley or lift assist. 
 
3. If the lift assist option is installed on the Roadwarrior LP ramp, remove the wire tie-downs from the 

trolley frame, taking care that the ramp is not allowed to lift up.  Install the Roadwarrior LP trolley, 
depending on the application.  Note:   The trolley may need to be removed from the ramp for 
easier installation. 

 
 
 
 
 
 
 
 
 
 
 
 
 

Fig. 4 – Guide Block Tolerance 
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a) For the Model R  sheet metal carrier option (shown in Fig. 5), remove the stop plate and 

hardware from the trolley assembly.  Place the trolley assembly inside the carrier with the 
trolley wheels resting on top of the flanges inside the carrier.  Feed the trolley assembly back 
until it is past the carrier stop.  Reinstall the stop plate using new locking nuts. 

 
 
 

b) For the Model C  monorail option (shown in Fig. 6), place the slide sub-assembly (trolley slide, 
pivot plates and upper hardware) into the monorail.  Position the trolley as shown, and attach 
the lower hardware to the welded tab on Sub-Assembly “A.”  Note:  It is recommended that the 
slide sub-assembly nuts be spot-welded once assembly is complete. 

 

Fig.6 – “Model C” Monorail Trolley 

Fig.5 – “Model R” Sheet Metal Carrier Trolley 
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4. If the trolley was removed during installation, reassemble ramp, trolley and lift assist gas springs 

(if applicable).  Be sure to properly tighten all hardware. 
 

5. Your ramp and carrier are now ready for use.  If you have any problems, please call R.O.M  
Corporation at 1-800-827-3692. 

 
 
Using the Roadwarrior LP ramp  
 
Our RoadwarrioR LP series ramps are designed to replace existing walk ramps while utilizing the 
carrier system already installed on the trailer.  This ramp comes standard with hook supports, rather 
than an apron.  To use the hook support, simply place the ramp hooks into the existing slots or holes 
in the threshold or buckplate.  Furthermore, the RoadwarrioR LP is designed to be used with existing 
safety latches or chains while in the stored position.  If the lift assist option was ordered with the 
ramp, it will include mounting blocks already attached to the ramp, and (2) gas springs.  To use the lift 
assist, slide the ramp out of the carrier until it strikes the stop.  Lift the hook end of the ramp to the 
trailer deck.  The lift assist will automatically lift much of the weight.  Reverse the process to store the 
ramp. 
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